
PATCHAM ADDITIVES FOR WATERBORNE

Direct-to-Metal (DTM) Coatings

While every effort is made to provide accurate and complete test results for these products,  various data may vary depending upon different
raw materials,  test procedures and test conditions. The accuracy, reliability,  or totality of the results are not guaranteed or warranted in any
way. PATCHAM FZC and its representatives disclaim liability of any kind whatsoever,  including liability for quality,  performance and fitness for
a particular purpose arising out of the use, or inability to use the test results.  
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Pat-Add DA 817
WETTING AND DISPERSION OF PIGMENTS

SURFACE MODIFIERS

Pat-Add AF 39
Oil and VOC-free 
Effective defoaming for high gloss systems
Workable at low dosages and can be added in various
processes

DEFOAMING AND DEAERATION

Pat-Add Rheol 117
RHEOLOGY MODIFIER

Pat-Add RU 02
FLASH RUST AND CORROSION INHIBITOR

100% Active, VOC and APEO-free
Strong interaction and high bonding strength to various
charged surfaces like inorganic pigments and organic
pigments
Reduce viscosity and improves flow
Provides anti-settling properties and supports long term
stability of DTM paints

Pat-Add LE 1023
New generation of surface modifiers for WB, SB and SF
systems
Provides strong reduction of surface tension
Exhibits excellent compatibility and edge in slip property

Zero VOC, Tin and APEO-free 
Psuedoplastic thickening effect creates balance of flow and
anti-sag properties
Medium with contributions to high shear thickening

Enhances hydrophobicity of film by reducing the
permeability of water
Compatible to a variety of WB systems

WB DTM FORMULATION

Product Selection Guide


